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Professional d带外置探头的专业电子记录仪ata loggers with external probes

外置探头External probes

显示/打印Display/Print

电池:5 年Battery: 5 years

外壳:铝Housing: Aluminium

-50 t～o +120°C

55,000 个读数readings 

°C

%RH

选配显示器,显示现场数据Logs temperatures e.g. in refrigeration units.
testostor 171-1 data logger with display attached,
shows fluctuations in temperature.

用171-4记录开关箱内的温度波动Logs temperature fluctuations in switching units
with testostor 171-4

在线应用:On-site application:
Testo software for Palm OS®
replaces laptop/PC

testostor 171-4 配有4个外置探头,用于with up to 4 external
不同地方进行连续地温度测量,例如temperature probe connections is used for
在产品的生产过程和存储区域。simultaneous temperature measurement at
different locations e.g. in production
processes or in storage areas.

您可将testostor171-1电子记录You can place the testostor 171-1 data
仪放于货物边,分离式探头电缆最logger beside the goods and attach the
长可达12m。若需要,可同时检测separate probe to doors or refrigeration
空气湿度。appliances up to 12 m away. Air moisture
can also be checked, if required. 

防干扰读数Tamperproof measured results 

通过打印机现场打印数据Clear printout on location on the
Testo printer 

Part no.

testostor 171-1, 电子温度记录仪,可连接temperature data logger with
温湿度探头,包括磁启动器,电池和标°C/%RH probe connection, incl. starting magnet,
标定证书battery and calibration protocol 

0577 1715

testostor 171-1 

Int.: °C + Ext.: °C or %RH/°C 

Part no.

testostor 171-4, 电子温度记录仪,4通道,temperature data logger, 4
包括磁启动器,电池和标定证书channels, with starting magnet, battery and
calibration protocol 

0577 1714

4 x 外置温度探头external °C

testostor 171-4 

IP65

-50... +80 °C Fixed cable

6 m

0610 1720
浸入式/空气探头,响应快,Robust immersion/air probe, quick-action, 6m
6m长电缆,探头尖端IP68cable, IP68 probe tip

40 mm

Ø 3 mm

Meas. rangeDescription Illustration Conn.
Cable/Length Part no.

适用探头一览表Suitable probes at a glance 

-35... +70 °C -- 0610 1722
空气探头,精度高,可直接安装Air probe, highly accurate, can be attached
directly 

30 mm

Ø 3 mm

-50... +120 °C Fixed cable 0610 2217
防水不锈钢食品探头(IP65),精度高Robust, accurate, waterproof food probe (IP65),
made of stainless steel 

125 mm

Ø 3 mmØ 4 mm

-50... +120 °C Plug-in
cable

0610 3217
冷冻食品探头,螺纹设计Frozen food probe, corkscrew design 

110 mm 30 mm

Ø 4 mm
Ø 8 mm

-50... +80 °C Fixed cable 0610 4617
有撕拉带的管道探头,最大适用管径Pipe probe with Velcro, measures flow/return
100mmtemperature, pipe diameter max. 100 mm Ø 100 mm

-50... +120 °C Fixed cable 0628 0007墙面温度探头,防止破坏墙面材料,Wall surface temperature probe, e.g. provides
1.5m长电缆,探头尖尺寸40×15×0.2mmproof of damage to building material, cable 1.5m
long, probe tip 40x15x0.2 mm

Range of humidity probes for testostor 171-1, see Chapter on humidity, testostor 171-6 

Accuracy Reaction time

±0.2 °C (-25... +80 °C)
±0.4 °C (-50... -25.1 °C)

5 s

±0.2 °C (-35... +70 °C) 180 s

±0.2 °C (-25... +80 °C)
±0.4 °C (-50... -25.1 °C)
±0.5 °C (+80.1... +120 °C)

10 s

±0.2 °C (-25... +80 °C)
±0.4 °C (-50... -25.1 °C)
±0.5 °C (+80.1... +120 °C)

8 s

±0.2 °C (-25... +80 °C)
±0.4 °C (-50... -25.1 °C)

±0.5 °C (-50... +120 °C) 20 s
t90

t90 (in
water)

t90 (in
water)

t90

t99 (in
water)

2 m

2 m

3 m

1.5 m
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